
MatrixLED
e n e r g y  e f f i c i e n t  L E D  l i g h t i n g

135 watt/160LM/W-LED Hi-Bay
MXA-HB012AL-135

Model Number
Power consumption
Driver
Average Lumens

LED Luminous Efficiency
Illuminated Area

Reflector

Power Factor
Net Weight
Input Voltage
Storage Temperature
Operating Temperature
IP Rating
Colour Temperature

Colour Index
Certificate
Certificate

Life Expectancy
Warranty

MXA-HB121AL-135
131 watts (LCP)
Meanwell
4.8m - 640.94 lux
6m - 410.2 lux
160 lumens / watt
At 4.8m - 9.43m diameter
At 6m - 11.79m diameter
71 Degree
(other beam angles available)
 >0.95
3.78KG
240 Volts, 50 Hz
-30°C to +65°C
-10°C to +40°C
IP 20
2700 - 3300 Kelvin
3800 - 4600 Kelvin
5500 - 6500 Kelvin
>Ra80
CS GMA-102897-001
IEC 60598-2-1 2014
 N30442
CE & ROHS & SAA
50,000 + Hrs
5 Years

www.matrixled.com.au
 For more information visit our website: 

SPECIFICATIONS

Product approved for use within NSW ESS and VIC VEET

Phone: 02 8999 0488




