
MatrixLED
e n e r g y  e f f i c i e n t  L E D  l i g h t i n g

Series DLC LED Down Light
280mm Sand Blasted Re�ector Series

LED DOWN LIGHT RANGE   

Options; White or silver face plate. Dimming options available
IES Files available upon request

Model Number

Power consumption

Driver External

Luminous Flux 3000K

Luminous Flux 4000K

LED Brand

Input Current

Power Factor

Beam Angle

Input Voltage

IP Rating

Dimensions

Colour Temperature

MXA-DLC010-22

22 watts

KWT Standard

1765lm

1920lm

Citizen

520MA

>0.95

25/40/55 deg

240 Volts, 50Hz

IP 20

280mm*188mm
cut out 245mm

3000 Kelvin
4000 Kelvin

MXA-DLC010-28

28 watts

KWT Standard

2275lm

2310lm

Citizen

700MA

>0.95

25/40/55 deg

240 Volts, 50Hz

IP 20

280mm*188mm
cut out 245mm

3000 Kelvin
4000 Kelvin

MXA-DLC010-38

38 watts

KWT Standard

2850lm

3204lm

Citizen

900MA

>0.95

25/40/55 deg

240 Volts, 50Hz

IP 20

280mm*203mm
cut out 245mm

3000 Kelvin
4000 Kelvin

MXA-DLC010-50

50 watts

Tridonic/Meanwell

3710lm

3906lm

Citizen

1200MA

>0.95

25/40/55 deg

240 Volts, 50Hz

IP 20

280mm*223mm
cut out 245mm

3000 Kelvin
4000 Kelvin

MXA-DLC010-60

60 watts

Tridonic/Meanwell

4610lm

4770lm

Citizen

1500MA

>0.95

32/40 deg

240 Volts, 50Hz

IP 20

280mm*245mm
cut out 245mm

3000 Kelvin
4000 Kelvin

MXA-DLC010-70

70 watts

Tridonic/Meanwell

5060lm

5198lm

Citizen

1700MA

>0.95

32/40 deg

240 Volts, 50Hz

IP 20

280mm*245mm
cut out 245mm

3000 Kelvin
4000 Kelvin

www.matrixled.com.au
 For more information visit our website: 

SPECIFICATIONS

>Ra80

      N30442

CE, ROHS & SAA

50,000 + Hrs

3 Years KWT Standard (option tridonic/meanwell driver, 5 year warranty) 

Colour Index
Certificate
Certificate
Life Expectancy
Warranty

Phone: 02 8999 0488


